
17   ПОЛИЭФИРНЫЕ ШПАТЛЕВКИ 
POLYESTER FILLERS

КАТАЛОГ/CATALOGUE

Spray filler is designed for filling scratches resulting from 
processing previously applied putty coats. To be applied by 
air spraying. Thanks to good thixotropy it does not flow down 
and it can be applied in relatively thick layers even on large 
vertical surfaces. It is marked by good filling properties and 
easy sanding. Characterized by good adhesion to primed 
and plain surface, it is excellent insulator between polyester 
putties and acrylic fillers. Perfectly protects from adverse 
effects of overdosing or insufficient quantity of hardener 
in polyester putties. Sanding the cured coat results in a 
smooth surface.
 

Распыляемая  полиэфирная шпатлевка, используемая для 
выравнивания царапин образовавшихся после отделки 
ранее нанесенных слоев шпатлевок. Наносится методом 
пневмораспыления. Благодаря хорошей тиксотропии 
не стекает и можно ее наносить относительно толстыми 
слоями даже на большие вертикальные площади.
Отличается хорошими заполнительными свойствами 
и легкостью в обработке. Характеризуется высокой 
адгезией к загрунтованной и незагрунтованной 
поверхности, является отличным изолятором между 
полиэфирными шпатлевками и акриловыми грунтами. 

ШПАТЛЕВКА ПОЛИЭФИРНАЯ РАСПЫЛЯЕМАЯ 
POLYESTER SPRAY FILLER 

UNI-SPRAY

00701-4

00702-2

6

4

1,2 kg

4,8 kg

20 ÷ 30 min./ 20oC 1,5 h/ 20oC
30 min./ 60oC

3 ÷ 4/100
max 10%

Код изд. 

Art. no. 

в коробке 

overpack

упаковка

unit

1 ÷ 3x
3 ÷ 4 bar

Ø 2,2 ÷ 3,0 mm


