LLinaTneBKa coueTaeT OTAIMYHbIE HaMOMHAOLWME KayecTBa
C MajKOCTbIo pacrnpeaeneHns 1 NerkocTbio 06paboTku.
LinatneBka XapakTepulyeTcA MeNKO3epHUCTON
KoHcucTeHumen. OTHOCMTeNIbHO TBepAas, 06pasyeT CJIon ¢
XOpOLUEN aaresnen K 3arpyHToBaHHbIM N HE3arPyHTOBAHHbIM
OCHOBaHUAM. PekomeHayema npu pemoHTe HebobLIMX
noBepxHocTeil. He pekomeHayeTcA UCNonb30BaTh Henocpes-
CTBEHHO Ha OLMHKOBAHHYIO CTaslb.

PROFI - nonna¢pupHas ¢ BbICOKOW 31aCTUUYHOCTBIO LWNaT-
neBKa, NpefjHa3HayeHa Ans 3anosIHeHUsA HePOBHOCTEN 1
yrnybneHuit Ha NOBePXHOCTY Nepes; HaHeCEHNEM NTAKOBOTO
noKpbiTuA. LLinatneBKa nerko cMewmBaeTca M HAHOCUTCA.
MoeT 6bITb HaHeCEHa OTHOCUTENbHO TOJNCTLIM CJI0eM (10
5 Mm), He3ameHUMa npu paboTe ¢ 6oNbWMMU YYacTKamu,
He TpecKaeTcs Aaxke Ha 60NbLUNX NOBEpPXHOCTAX. Obnagaet
NOBbILLEHOW TeMMNePaTypPOCTOMKOCTbIO. bnarogaps BbICOKOW
are3ny MOXeT BbITb UCNONb30BaHa Ja)e Ha OLMHKOBAHHYIO
cTanb.

LUNATNEBKA NOJINSOUPHAA YHUBEPCAJIbHAA

POLYESTER UNIVERSAL FILLER

Kog n3g. yrnaKkoBKa B KOpOGKe

Art. no. unit overpack
00101-3 0,25 kg 30
00102-3 0,5 kg 16
00103-3 0,75 kg 12
00104-3 1kg
00105-3 1,9kg 6
00111-1 3kg 6
00109-2 4,5 kg 4
00107-3 5,7 kg 4

2+3/100 4+8min/20°C 20+ 30 min/ 20°C

10 min./ 60°C

UNI filler is designed for filling unevenness and hollows of
the surface before applying a top coat. It is characterized by
fine-grained consistency and not very high flexibility. Fairly
hard, it results in coats of good adhesion to undercoated
and plain surfaces. It is recommended for mechanical
processing of not very big surfaces. Not recommended
directly on galvanized steel.

LUNATNIEBKA NOJINSOUNPHAA YHUBEPCAJIbHAA

POLYESTER FILLER SOFT

Koa u3ga. ynakoBKa B KOpobKe
Art. no. unit overpack
00205-1 1kg 6
00201-3 1,9 kg 6
00207 3kg 6
00203-2 5,7 kg 4
2+3/100 4+6min/20°C 20min./20°C
10 min./ 60°C

The PROFI filler is designed for filling unevenness and
hollows of the surface before applying a top coat. Itis marked
by high flexibility, and it is soft in sanding, which enables it
to be used on elements susceptible to mechanical vibrations.
It can be applied in thick coats (up to 5mm), irreplaceable
in filling significant losses, it does not crack even on large
surfaces. It is soft, thanks to which it is easy to apply and
sand. It has increased thermal resistance. Thanks to its good
adhesion it can be used even on galvanized steel.

NONNSOUPHBIE LLMNAT/IEBKU
POLYESTER FILLERS

KATANIOI/CATALOGUE

| 13



